
Hydrant Extension Kit
DESCRIPTION
•	 Optional Dry Barrel Fire Hydrants Products

•	 For use with C502 Dry Barrel Fire Hydrant

•	 Coated inside and outside

•	 Working pressure: 250 PSI

•	 Temperature: -10ºC (14ºF) to -80ºC (-112ºF)

•	 Can be used for the following hydrants: United F06– 5¼”  
	 Hydrant, Mueller Super Centurion 250– 5¼” Hydrant,  
	 Clow Medallion F2524 – 5 ¼” Hydrant

Rev 10/25(401) 250-3800  |  www.unitedwaterproducts.com

Material List

NO. DESCRIPTION MATERIAL QTY

1 Extension  
Standpipe Cast Iron ASTM A126 Class B 1

2 Extension Rod Steel ASTM A576 1

3 Extension Flange Cast Iron ASTM A126 Class 30 2

4 Extension  
Coupling Stainless Steel 304 1

5 Clevis Pin Stainless Steel ASTM A276 2

6 Cotter Pin Stainless Steel ASTM A276 2

7 Extension Gasket 
(Large) Rubber BUNA N70 2

8 Extension Gasket 
(Small) Rubber BUNA N70 1

9 Safety Flange 
O-RIng Rubber BUNA N70 1

10 Instruction Sheet --- 1

11 Hydrant Lubricant --- 1

12 Bolts Steel ASTM A276 8

13 Nuts Steel ASTM A276 8

Design, dimensions, and materials are subject to change without notice.


